NEIRC

[ ————————————
NORTH AMERICAN ELECTRIC
RELIABILITY CORPORATION

ERO Enterprise
Periodic Data Submittals Sched

2023 Consolidated ERO Enterprise Periodic Data Submittals Sched

Background

The Compliance Enforcement Authority (CEA) requires Periodic Data Submittalsin accordance with the
schedule statedin the applicable Reliability Standards, as established by the CEA, or as-needed, in
accordance with the NERC Rules of Procedure (ROP), Appendix 4C Section 4.6. The purpose of this
scheduleisto provide registered entities a consistent list of required Reliability Standard Periodic Data
Submittals throughout the Electric Reliability Organization (ERO) Enterprise. Some of the below reporting
dates may be impacted as potential enhancementsto PDS functionality in Align are developed. The
Regional Entities will work with each entity, as the need arises, to extend any reporting deadlines while
facilitating reporting as close to the below dates as possible. NERCand the Regional Entities may also
request data or information under Sections 800 or 1600 of the NERC ROP; these data requests are not
included on thisschedule.

The registered entities must provide the required information to the CEA inthe format and by the
required date specifiedin the request. The CEA reviews the data submittal to determine compliance with
the Reliability Standards and may request additional data and/or informationif necessary. If the CEA’s
review of the data submittal indicates a potential noncompliance with a Reliability Standard requirement
by the registered entity, the CEA performs a Preliminary Screen of the potential noncompliance in
accordance with NERC ROP, Appendix 4C Section4.8. As of 2021, all registered entitieswho use the Align
tool for submitting data to their CEA will use the Aligntool for the submission of Periodic Data Submittals,
exceptas notedin the table. For additional information, please discuss with your CEA compliance contact.

| ERO Enterprise Data Submittal Schedule

ERO-Wide Data Submittal Schedule

Reliability . Submit Submittal
Requirement(s Proposed Due Dates
Standard qut (5) To Frequency P “
Per dates as detailedin BAL-003-2 Reliability
BAL-003-21 R1 NERC Annually Standard Attachment A's Timeline for

Balancing Authority Frequency Response and
Frequency Bias Setting Activities

EOP-004-42 R2 NERC Per Standard | Event Driven

Within six calendar months of the date when
the functionality is lost

EOP-008-2 R8 RE Per Standard

1 Data is reported through the NERC Balancing Authority Submittal Site (BASS) rather than through Align. This site ismaintained by the NERC

Resource Subcommittee.
2 Data is reported to the NERC System Awareness team (per attachment1 of EOP-004-4) as well as through Align.
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https://www.nerc.com/pa/Stand/Reliability%20Standards/BAL-003-2.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/EOP-004-4.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/EOP-008-2.pdf
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| ERO Enterprise Data Submittal Schedule

ERO-Wide Data Submittal Schedule

Reliability
Standard

Requirement(s)

Submit
To

Submittal
Frequency

Proposed Due Dates

FAC-003-4

Cl4

RE

Quarterly

20 days after the end of the quarter

PRC-002-2

R12

RE

Per Standard

Within 90 calendar days of the discovery of a
failure of the recording capability for the SER,
FR, or DDR data

PRC-023-4

R5

RE

Annually

At least once each calendar year, with no
more than 15 months between reports. This
applies only if the entity chooses to set relays
on circuits according to Criterion 12 of R1.

PRC-023-4

R6.2

RE

Per Standard

Within 30 calendar days of the establishment
of theinitial list and within 30 days of any
changes to list

TPL-001-43
TPL-001-5.1

Multiple
See Footnote 12

RE

Per Standard

After the PC or TP receives assurance that
their applicable regulatory authorities or
governing bodies responsible for electric
service issues do not object tothe use of
Non-Consequential Load Loss under footnote
12. See Appendix A for additional details on
the ERO process for the determination as
described in Attachment 1 of TPL-001-4.

TPL-007-4

R7.4

RE

Per Standard

Within a timely manner following the
identification of the responsible entity being
unable to implement the CAP within the
timetable submitted for Part 7.3 and prior to
the end date of the submitted timetable

TPL-007-4

R11.4

RE

Per Standard

Within 1 year of completion of the
supplemental GMD Vulnerability Assessment
and in atimely manner after determining
that the implementation of the CAP by the
responsible entity will require an extension of
the timetable submitted per R11.3

RE-Specific Data Submittal Schedule

Reliability
Standard

Requirement(s)

Submit
To

Submittal
Frequency

Proposed Due Dates

BAL-001-TRE-2

R1

Texas RE

Per Standard

Within 14 calendar days after each Frequency
Measurable Event

BAL-001-TRE-2

R2.2

Texas RE

Per Standard

By the end of the month in which the Primary
Frequency Response calculation results were
completed

3 TPL-001-4 becomes inactiveon June 30, 2023 and will be replaced by TPL-001-5.1 on July 1, 2023.

2023 ERO Enterprise Periodic Data Submittal Schedule



https://www.nerc.com/pa/Stand/Reliability%20Standards/FAC-003-4.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/PRC-002-2.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/PRC-023-4.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/PRC-023-4.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/TPL-001-4.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/TPL-001-5.1.pdf
https://www.nerc.com/pa/Stand/Reliability%20Standards/tpl-007-4.PDF
https://www.nerc.com/pa/Stand/Reliability%20Standards/tpl-007-4.PDF
https://www.nerc.com/files/BAL-001-TRE-2.pdf
https://www.nerc.com/files/BAL-001-TRE-2.pdf
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Appendix A: Full Requirement Text or Subpart

Reliability

Requirement(s Full Text of Requirement or subpart
Standard qul (5) . ihd L

Each Frequency Response Sharing Group (FRSG) or Balancing Authority
thatis not a member of a FRSG shall achieve an annual Frequency
Response Measure (FRM) (as calculated and reportedin accordance with
Attachment A) that is equal to or more negative than its Frequency
Response Obligation (FRO) to ensure that sufficient Frequency Response
is provided by each FRSG or BAthat is not a member of a FRSG to
maintain Interconnection Frequency Response equal to or more negative
than the Interconnection Frequency Response Obligation.
EachResponsible Entityshall report events specified in EOP-004-4
Attachment 1 to the entities specified per their event reporting Operating
Plan by the later of 24 hours of recognition of meeting an event type
threshold for reporting or by the end of the Responsible Entity’s next
business day (4 p.m. local time will be considered the end of the business
day).

Each Reliability Coordinator, Balancing Authority, and Transmission
Operator that has experienced a loss of its primary or backup
functionality and that anticipatesthat the loss of primary or backup
EOP-008-2 R8 functionality will last for more than six calendar months shall provide a
plan to its Regional Entity within six calendar months of the date when
the functionality is lost, showing how it will re-establish primary or
backup functionality.

The applicable Transmission Owner and applicable Generator Owner will
submit a quarterly report to its Regional Entity, or the Regional Entity’s
designee, identifying all Sustained Outages of applicable lines operated
within their Rating and all Rated Electrical Operating Conditions as
determined by the applicable Transmission Owner or applicable
Generator Owner to have been caused by vegetation, except as excluded
in footnote 2, and including as a minimum the following:

BAL-003-2 R1

EOP-004-4 R2

e The name of the circuit(s), the date, time and duration of the

outage; the voltage of the circuit; a description of the cause of
FAC-003-4 Cl1.4 the outage; the categoryassociated with the Sustained Outage;
other pertinent comments; and any countermeasurestaken by
the applicable Transmission Owner or applicable Generator
Owner.

A Sustained Outage is tobe categorized as one of the following:

e (Category 1A — Grow-ins: Sustained Qutages caused by
vegetation growing into applicable lines, that are identified as an
element of an IROL or Major WECC Transfer Path, by vegetation
inside and/or outside of the ROW;

2023 ERO Enterprise Periodic Data Submittal Schedule 3
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2:::::':: Requirement(s) Full Text of Requirement or subpart

e C(Category1B — Grow-ins: Sustained Outages caused by vegetation
growing into applicable lines, but are not identified as anelement
of anIROL or Major WECC Transfer Path, by vegetationinside
and/or outside of the ROW,;

e (Category2A — Fall-ins: Sustained Outages caused by vegetation
falling into applicable lines that are identified as an element of an
IROL or Major WECC Transfer Path, from within the ROW;

e (Category2B — Fall-ins: Sustained Outagescaused by vegetation
falling into applicable lines, but are not identified as an element
of anIROL or Major WECC Transfer Path, from within the ROW;

e (Category3 — Fall-ins: Sustained Outages caused by vegetation
falling into applicable lines from outside the ROW,;

e C(Category4A — Blowing together: Sustained Outages caused by
vegetationand applicable lines that are identified as an element
of anIROL or Major WECC Transfer Path, blowing together from
within the ROW;

e C(Category4B — Blowing together: Sustained Outages caused by
vegetationand applicable lines, but are not identified as an
element of an IROL or Major WECC Transfer Path, blowing
together from within the ROW.

The Regional Entity will report the outage information provided by
applicable Transmission Owners and applicable Generator Owners, as per
the above, quarterly to NERC, as well as any actions taken by the Regional
Entity as aresult of any of the reported Sustained Outages.
Each Transmission Owner and Generator Owner shall, within 90-calendar
days of the discovery of a failure of the recording capability for the SER,
FR or DDR data, either:

PRC-002-2 R12 e Restorethe recording capability, or

e Submit a Corrective Action Plan (CAP) to the Regional Entity and
implement it.

Each Transmission Owner, Generator Owner, and Distribution Provider
that sets transmission line relays according to Requirement R1 criterion
12 shall provide an updated list of the circuits associated with those
PRC-023-4 R5 relays to its Regional Entity at least once each calendar year, with no
more than 15 months betweenreports, to allow the ERO to compile a list
of all circuits that have protective relay settings that limit circuit
capability.
Provide the list of circuits to all Regional Entities, Reliability Coordinators,
PRC-023-4 R6.2 Transmission Owners, Generator Owners, and Distribution Providers
within its Planning Coordinator area within 30-calendar days of the

2023 ERO Enterprise Periodic Data Submittal Schedule
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Reliability
Standard

Requirement(s)

Full Text of Requirement or subpart

establishment of the initial list and within 30-calendar days of any
changes to that list.

TPL-001-4
TPL-001-5.1

Multiple
See Footnote 12

An objective of the planning process is to minimize the likelihood and
magnitude of Non-Consequential Load Loss following planning events. In
limited circumstances, Non-Consequential Load Loss may be needed
throughout the planning horizon to ensure that BES performance
requirements are met. However, when Non-Consequential Load Loss is
utilized under footnote 12 within the Near-Term Transmission Planning
Horizon to address BES performance requirements, such interruption is
limited to circumstances where the Non-Consequential Load Loss meets
the conditions shown in Attachment 1. In no case can the planned Non-
Consequential Load Loss under footnote 12 exceed 75 MW for US
registered entities. The amount of planned Non-Consequential Load Loss
for a non-US Registered Entity should be implemented in a manner that is
consistent with, or under the direction of, the applicable governmental
authority or its agencyin the non-US jurisdiction.

TPL-007-4

R7.4

The CAP shall:

R7.4 Be submitted to the Compliance Enforcement Authority (CEA) with a
request for extension of time if the responsible entity is unable to
implement the CAP within the timetable provided in Part7.3. The
submitted CAP shall document the following:

e 7.4.1.Circumstances causing the delay for fully or partially
implementing the selected actions in Part 7.1 and how those
circumstances are beyond the control of the responsible entity;

e 7.4.2.Revisions to the selected actions in Part 7.1, if any,
including utilization of Operating Procedures, if applicable; and

e 7.4.3.Updatedtimetable for implementing the selected actions in
Part7.1.

TPL-007-4

R11.4

The CAP shall:

R11.4 Be submitted to the CEA with a request for extension of time if the
responsible entityis unable to implement the CAP within the timetable
provided in Part 11.3. The submitted CAP shall document the following:

e 11.4.1.Circumstances causing the delay for fully or partially
implementing the selected actions in Part 11.1 and how those
circumstances are beyond the control of the responsible entity;

e 11.4.2.Revisions to the selected actionsin Part11.1, if any,
including utilization of Operating Procedures, if applicable; and

e 11.4.3. Updatedtimetable for implementing the selected actions
inPart 11.1.

BAL-001-TRE-2

R1

The Balancing Authority shall identify Frequency Measurable Events
(FMEs), and within 14 calendar days after each FME the Balancing
Authority shall notify the Compliance Enforcement Authority and make

2023 ERO Enterprise Periodic Data Submittal Schedule
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Reliability

Standard Requirement(s) Full Text of Requirement or subpart

FME information (time of FME (t(0)), pre-perturbationaverage frequency,
post-perturbation average frequency) publicly available.

The calculation results shall be submitted to the Compliance Enforcement
BAL-001-TRE-2 R2.2 Authority and made available to the Generator Owner by the end of the
month in which they were completed.

2023 ERO Enterprise Periodic Data Submittal Schedule
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Appendix B: TPL-001-44
Use of Footnote 12 for Non-Consequential
Load Loss Review Process

Background

This Electric Reliability Organization (ERO) Enterprise> TPL-001-4: Use of Footnote 12 for Non-
Consequential Load Loss Review Process document addresses how ERO Enterprise staff will jointly review
requests to utilize footnote 12 for Non-Consequential Load Loss under TPL-001-4 to determine whetherit
would cause any Adverse Reliability Impactin a timely, structured, and consistent manner.

NERC Compliance Assurance will maintain this documentunder existing ERO Enterprise processes. This
document will be reviewed and updated by NERC Compliance Assurance, as needed.

Definitions

For purposes of this process, the following capitalized terms will have the definitions set forthin the NERC
Glossary of Terms. For ease of reference, the definitions of the following terms that are used in this
process are also included below.

Adverse Reliability Impact — The impact of an eventthat resultsin frequency-related instability;
unplannedtripping of load or generation; or uncontrolled separation or cascading outages that affects a
widespread area of the Interconnection.

Consequential Load Loss — All Load that isno longerserved by the Transmission system as a result of
Transmission Facilities beingremoved from service by a Protection System operation designed to isolate
the fault.

Non-Consequential Load Loss — Non-Interruptible Load loss that does not include: (1) Consequential Load
Loss, (2) the response of voltage sensitive Load, or (3) Load that is disconnected fromthe System by end
user equipment.

These additional capitalized terms are also used in this process and have the definitions setforth below.

Affected Regional Entity (ARE) — A Regional Entity, other than the Lead Regional Entity, in which the
Multi-Region Registered Entity participatingin coordinated oversight is registered for various NERC
functional responsibilities.

Compliance Enforcement Authority (CEA) — NERC or the Regional Entity in their respective roles of
monitoring and enforcing compliance with the NERC Reliability Standards.

4 TPL-001-4 becomes inactiveon June 30,2023 and will be replaced by TPL-001-5.1 on July 1, 2023. Appendix B shallremain as written.
5 The ERO Enterprise is comprised of NERC and the Regional Entities.

2023 ERO Enterprise Periodic Data Submittal Schedule 7
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Coordinated Oversight — The agreed upon steps and activities that a Lead Regional Entity and Affected
Regional Entity(ies) follow for coordinating activities associated with delegated functions (e.g., compliance
and enforcement, system events, etc.) for Multi-Region Registered Entities that have been approved for
participationin the Program.

Lead Regional Entity (LRE) — The Regional Entity selected by the Electric Reliability Organization (ERO)
Enterprise to lead coordinated efforts related to oversight of a Multi-Region Registered Entity
participatingin the Program. When appropriate, the ERO Enterprise may designate more than one LRE.
The designated LRE could be changed, as agreed upon by the ERO Enterprise. In the event of a change,
the registered entity will be notified 60 days prior to the effective date of the change.

Multi-Region Registered Entity (MRRE) — For the purposes of this guide, a registered entity—ortwo or
more registered entities that are corporate affiliates—performingbulk electricsystem (BES) functions in
two or more Regional Entities that has been approved for coordinated functions and responsibilities by
the ERO Enterprise. It isacknowledged there are otherregistered entitiesthat are corporate affiliatesand
performing BES functionsin two or more Regional Entities that are not includedinthe Program.

Process Overview

If a Planning Coordinator (PC) or Transmission Planner(TP) (entity) has determined that the use of Non-
Consequential Load Loss underTable 1, footnote 12 isneeded as an element of a Corrective Action Plan in
Year One of the Planning Assessment, then the entity must ensure that the applicable regulatory
authorities or governingbodies responsible forretail electricservice issues do not object to the use of
Non-Consequential Load Loss under footnote 12, and then submita requestthe ERO for a determination
of whetherthere are any Adverse Reliability Impacts caused by the requestto utilize footnote 12 for Non-
Consequential Load Loss, if certain conditions are met as outlined in Attachment 1 of TPL-001-4.

Attachment 1 indicates that the applicable regulatory authorities or governing bodiesresponsible for
electricservice must object or not objectto the use of non-consequential load loss priorto a final ERO
review and determinationif either:

1. The voltage level of the Contingencyis greater than 300 kV:

a. The Contingencyanalyzedinvolves BES Elements at multiple System voltage levels, the lowest
Systemvoltage level of the element(s) removed forthe analyzed Contingency determinesthe
stated performance criteria regarding allowances for Non-Consequential Load Loss under
footnote 12, or

b. Fora non-generatorstep up transformer outage Contingency, the 300 kV limitappliesto the
low side winding (excluding tertiary windings). For a generator or generator step up
transformer outage Contingency, the 300 kV limitappliesto the BES connected voltage (high-
side of the Generator Step Up transformer)

2. The planned Non-Consequential Load Loss under footnote 12 is greater than or equal to 25 MW.

Once assurance has beenreceived that the applicable regulatory authorities or governingbodies
responsible forretail electricservice issues do not object to the use of Non-Consequential Load Loss

2023 ERO Enterprise Periodic Data Submittal Schedule 8
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under footnote 12, the Planning Coordinator or Transmission Plannerwill submita request to the ERO for
a determination of whetherthere are any Adverse Reliability Impacts caused by the request to utilize
footnote 12 for Non-Consequential Load Loss. The burdento provide a sufficient basis for why the use of
Non-Consequential Load Loss under footnote 12 does not resultin Adverse Reliability Impactsison the
submitting entity. It is the responsibility of the joint Regional Entity and NERC team to review the
submission and make a determination of whetherthe entity has demonstrated that the use of Non-
Consequential Load Loss underfootnote 12 does not resultin Adverse Reliability Impacts.

The steps outlined here should be followed to ensure a timely, structured, and consistent approach to
determiningwhetherany Adverse Reliability Impacts are caused by the requestto utilize footnote 12 for
Non-Consequential Load Loss.

The entity will work with the Regional Entity designated as its Compliance Enforcement Authority (CEA) as
outlinedinthis process and shown in Figure 1: Non-Consequential Load Loss Review Process Flow Chart.
For MRREs in Coordinated Oversight, the CEA for this process isthe Lead Regional Entity (LRE). The LRE
will coordinate with the Affected Regional Entity(ies) (ARE), and the ARE(s) may participatein the joint
review as well.

Step 1 — Registered Entity Submittal

If aPCor TP has determinedthatthe use of Non-Consequential Load Loss under footnote 12 is needed as
an elementof a Corrective Action Plan in Year One of the Planning Assessmentand meets the criteriain
Attachment 1 Sectionlll.1 or 11l.2, and assurance has beenreceivedthat the applicable regulatory
authorities or governing bodies responsible forretail electricservice issues do not object to the use of
Non-Consequential Load Loss under footnote 12, then the entity will contact their Compliance
Enforcement Authority (CEA) to coordinate submittal of the necessary information.

The entity shall submit the requisite data through the Align tool in the Periodic Data Submittal portlet;
using the Secure Evidence Locker as needed. The CEA will acknowledge receipt of the submission within
15 days and review that all information requestedin Alignis providedin the entity’s submittal. If the
submittal is incomplete, the CEA will inform the entity to resubmitand the process will restart. The CEA
will notify NERC Compliance Assurance when acknowledging receipt of the submission.

The entity submittingthe request may withdraw the request any time prior to the CEA communicating the
final determination.

Step 2 — ERO Enterprise Review

The CEA and NERC will form an ERO Enterprise Review Panel (review panel) comprised of not less than
four (4) total individuals from the Region and NERC. The review panel will perform a review of the
submitted information and develop a preliminary determination of whether any Adverse Reliability
Impacts are caused by the requestto utilize footnote 12 for Non-Consequential Load Loss within 90 days
of its acknowledgement of the receipt of submission. During its review, the review panel may work
through the CEA to requestadditional information from the entity submitting the request.

2023 ERO Enterprise Periodic Data Submittal Schedule 9
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If the review panel determinesit will be unable to complete its review within the established timeframe,
the review panel, based on consultation with the managers of NERC Compliance Assurance and NERC
Power System Analysis, will establish arevised timeline forcompletingitsreview. The revised timeline for
review and determination will be provided to the entity by the CEA.

Step 3 — ERO Determination
The review panel will presentto the NERC Vice President of Engineeringand Standards for approval of the

preliminary determination as the ERO determination. The review panel will communicate the ERO
determination and rationale to NERC Compliance Assurance and the CEA.

The CEA will then communicate the ERO determinationin writingto the entity along with the rationale for
the determination within 30 days of NERC’s Vice President of Engineering and Standards receivingthe
review panel’s preliminary determination.

2023 ERO Enterprise Periodic Data Submittal Schedule 10



NERC

NORTH AMERICAN ELECTRIC
RELIABILITY CORPORATION

Entity submits requisite
data in Align

CEA reviews the submittal for completeness

and acknowledges receipt of the submission

in writing within 15 days. Process restarts for
resubmittals requested by the CEA.

Step1- 15 days
[ masciimum}

The ERD Enterprise Review Panel shall
review the entity submittal and assess if
additional information is required.

Panel requests entity provide
additional information. Entity may
withdraw and resubmit to restart
process

Panel assesses
additional information
is required

Step 2 - 90 days
|ma imum )

Panel develops a preliminary determination

of ary Adverse Reliability Impacts caused by

the request to use Non-Corsequential Load
Loss

Recommendation presented to NERC VP of
Engineering and Standards. Final
determination is made.

CEA communicates ERO determination and
rationale to the entity in writing.

Step 3 - 30 days
[ masximum)

Figure 1: Non-Consequential Load Loss Review Process Flow Chart

2023 ERO Enterprise Periodic Data Sub mittal Schedule 11
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Appendix C: TPL-007-4
CAP Extension Request Review Process

Background

(CMEP staff) will jointly review requests for extensions to CAPs developed under TPL-007-4 to ensure a
timely, structured and consistent approach to CAP extension request submittals and processing.

NERC Compliance Assurance will maintain this document under existing ERO Enterprise processes. This
document will be reviewed and updated by NERC Compliance Assurance, as needed.

Process Overview

If a registered entity (entity) has determined that a Corrective Action Plan (CAP) developed inaccordance
with TPL-007-4 Requirements R7 or R11 cannot meetthe timetable provided perR7 Part 7.3 or R11 Part
11.3 due to situations beyond the control of the responsible entity, then the entity will submitan
extensionrequesttothe ERO Enterprise for approval prior to the original required CAP completion date.

The steps outlined here should be followed to ensure a timely, structured, and consistent approach to
extensionrequest submittals and processing.

The entity will work with the Regional Entity designated as its CEA as outlined in this process. The entity
submitting the extensionrequestwill be referred to as the ‘submitting entity’ and may representonly
itself or multiple registered entities who have developed ajoint extension request. The submitting entity
is responsible forensuringall registered entities who are jointly submittingthe extension requestare
listedinthe requestedinformation below and for distributingany communications from its CEA to the
other entitiesthatare part of the jointextensionrequest. If a joint extension requestis submitted for
multiple registered entities who have different Regional Entities designated as the CEA, the submitting
entity’s CEA will perform the steps outlinedinthis process and will be responsible for coordinating with
the Regional Entity(ies) thatare the designated CEA for the additional entities party to the joint extension
request.

For entitiesin Coordinated Oversight, the CEA for this process is the Lead Regional Entity (LRE). The LRE
will coordinate with the Affected Regional Entity(ies) (ARE) and the AREs may participate in the joint
review as well.

Step 1 — Registered Entity Submittal

If an entity determinesthat it cannot meet the required timetable for completinga CAP, the submitting
entity will contact their CEA to coordinate submittal of an extensionrequest. The submitting entity will
submitthe requisite data to their CEA through Align and the Secure Evidence Locker as needed.

RELIABILITY | RESILIENCE | SECURITY
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Entitiesare encouraged to submit the extensionrequestas soon as they are aware they will not meet the
CAP completion date but no later than 60 days before the original required completion date to allow the
CEA and NERC time to approve the extensionrequest before the original required completion date.

If CAP extension requests are submitted less than 60 days before the original required completion date,
the CEA and NERC may not have sufficienttime to review the extension request before the required
completion date. This could cause the entity not to meetits obligations under TPL-007-4 R7 Part 7.3 and
R11 Part 11.3. Itis the submitting entity’s responsibility to ensure that all information detailed in TPL-007-
4 Part 7.4 or 11.4 and requestedinAlignis provided inthe entity’s extension request submittal to
facilitate the CEA and NERC review.

Step 2 — ERO Enterprise Review

The CEA will acknowledge receipt of the submissionin writing within 15 days and review that all
information detailed in TPL-007-4 R7 Part 7.4 or R11 Part 11.4 and requestedin Alignis providedin the
submitting entity’s extension request submittal. The CEA will work with the submitting entity to provide
any missinginformation and will notify NERC of the extension request submittal when acknowledging
receipt of the submission.

CMEP staff from the CEA and NERC will then perform a joint review of (1) the situation(s) beyond the
control of the entity preventingimplementation of the CAP within the identified timetable, and (2) the
revisionsto the CAP and updated timetable for implementing the selected actions. Any additional
informationrequested to support the extension requestreview willbe coordinated with the submitting
entity by the CEA. The CEA and NERC will complete the review within 45 days or provide notificationto
the submitting entity that they are extendingthe time neededfor review.

The Standard language states that an entity will submitan extensionrequestfora full or partial delayin
the implementation of the CAP within the timetable provided in TPL-007-4 R7 Part 7.3 or R11 Part 11.3.
The determination whetherto approve the extension request will be based on the specificfacts and
circumstances provided as to how the situations causingthe delayin completingthe CAP are beyond the
control of the entity.

Examples of situations beyond the control of the responsible entityinclude, butare not limited to:
e Delaysresultingfrom regulatory/legal processes, such as permitting;
e Delaysresultingfrom stakeholder processes required by tariff;
e Delaysresultingfrom equipmentleadtimes;or
e Delaysresultingfrom the inability to acquire necessary Right-of-Way.
Due diligence to order equipment, plan Right-of-Ways, obtain permits, etc., will be considered as part of

the determination of whethera particular set of facts and circumstances constitute situations beyondthe
control of the entity. Additionally, cost may be a factor inwhethera particular set of facts and
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circumstances constitute situations that are beyond the control of the entity. However, the cost of
mitigationaloneis not likely to be determined to be a situation that is beyond the control of the entity.

Step 3 — Registered Entity Notification

The CEA will communicate the approval or denial of the extension request or continuation of the time
neededto review the extension requestin writingto the submitting entity including the rationale for the
determination. Forany continuation of the review, the CEA will also provide the submitting entity a
revised timeline forwhen the determination will be provided.
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